[bookmark: _GoBack]SECTION SP 31 – AGGREGATE BASE COURSE
Make the following amendments to said Section:
(I) Amend 31.1 DESCRIPTION to read as follows:
"SP 31.1	DESCRIPTION
This work shall consist of furnishing, spreading and compacting untreated aggregate base course on the prepared subbase or subgrade, or on existing improved surfaces and including installation of woven geotextile (Section SP 101) and geogrid (Section SP 100) in conformity with these specifications."
(II) Amend 31.3 DETAILS, subparagraph B. to read as follows:
"B.	Placing and Compacting Aggregate Base.  The base material shall be delivered to the site and spread on the approved prepared foundation by means of vehicles equipped with spreading devices. The material when spread shall be uniform in gradation and free from large pockets of segregated particles. Segregated material shall be remixed until uniform.
Material shall not be stockpiled nor dumped in piles on the road but shall be spread longitudinally and only in such quantity to obtain the required thickness. After watering and compacting, the completed base shall conform to the required grade and cross section within the tolerances specified herein below.
When the specified thickness of the base is 8 inches, the base can be constructed in one lift.  When the specified thickness is greater than 8 inches, the base shall be constructed in two or more equal lifts.
The base course shall be compacted until it does not creep or weave in front of the roller or compacting vehicle.  When tested, the base course shall have a field California Bearing Ratio (CBR) value of at least 85% or be compacted to attain at least 95% of maximum density.
Wherever necessary, filler material shall be added to the surface. It shall be spread in one or more uniform thin layers.  Each layer shall be rolled dry until additional filler cannot be forced into the voids. The surface shall then be sprinkled with water and again thoroughly rolled. All excess filler shall be removed. The sprinkling and rolling shall be continued to secure a thoroughly bonded surface.
Where the aggregate base course is constructed in more than one layer, each layer shall be constructed as specified above except that sprinkling will be required only in the top layer. Each layer shall be compacted to a field CBR value of not less than 85% or be compacted to attain at least 95% of maximum density."


(III) Amend 31.4 MEASUREMENT AND PAYMENT to read as follows:

For Lump Sum measurement and payment, use the following:

“SP 31.4	MEASUREMENT AND PAYMENT

	The Officer-in-Charge will not measure aggregate base course for payment.  The Officer-in-Charge will pay for the accepted aggregate base course on a contract lump sum basis.  Payment will be full compensation for furnishing the necessary material, equipment, and labor to complete the work in place prescribed in this section and the contract documents.”

For Unit Price measurement and payment, use the following:

“SP 31.4	MEASUREMENT AND PAYMENT

	The Officer-in-Charge will measure aggregate base course per cubic yard in accordance with the contract documents.  The Officer-in-Charge will pay for the accepted aggregate base course at the contract price per cubic yard.  Payment will be full compensation for furnishing the necessary material, equipment, and labor to complete the work in place prescribed in this section and the contract documents.”

For “incidental” cost, use the following:

“SP 31.4	MEASUREMENT AND PAYMENT

	The Officer-in-Charge will not measure aggregate base course for payment.  The Officer-in-Charge will not pay for aggregate base course separately and will consider the cost for aggregate base course as included in the contract prices for the various contract pay items.  The cost is for the work prescribed in this section and the contract documents.”

If aggregate base course is in the roadway pavement section, use the following:

"SP 31.4	MEASUREMENT AND PAYMENT

The Officer-in-Charge will measure aggregate base course per cubic yard in accordance with the contract documents.  The Officer-in-Charge will pay for the accepted aggregate base course at the contract price per cubic yard.  Payment will be full compensation for furnishing the necessary material, equipment, and labor to complete the work in place prescribed in this section and the contract documents.”

For Localized Streets type projects or if aggregate base course is not in a roadway pavement section but the soft subgrade detail is needed, use the following:

"SP 31.4	MEASUREMENT AND PAYMENT

The Officer-in-Charge will measure aggregate base course per cubic yard for payment as an Additional Work Item – Additional Aggregate Base Course in accordance with the contract documents.  The Officer-in-Charge will pay for the accepted aggregate base course at the contract price per cubic yard as an Additional Work Item – Additional Aggregate Base Course.  Payment will be full compensation for furnishing the necessary material, equipment, and labor to complete the work in place prescribed in this section and the contract documents.”
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