The following Section shall be made a part of the Standard Specifications:

"SECTION SP 102 – Recompacting Macadam Base

SP 102.1
GENERAL

This section is for recompacting disturbed macadam base at the areas indicated in the bid document.

SP 102.2
MATERIALS

A. Filler: Filler includes portions of the material crushed from coarse rock including the dust of fracture. Filler shall pass a half (1/2) inch screen.

If tested according to the designated methods, the filler shall meet the requirements below.

	Test
	Test Method
	Requirement

	Plasticity Index

Grading
	AASHTO T 90

AASHTO T 27
	6 Maximum

See below


Gradation Requirement

	Screen Size
	Percent passing by weight

	1/2"

3/8"

No. 8

No. 100
	100

90-100

40-65

10-25


SP 102.3
EQUIPMENT

The Contractor shall roll by power rollers weighing not less than twelve (12) tons. The Contractor shall provide a compression on the rear wheels of more than three hundred twenty-five (325) pounds per linear inch of tire width. The Contractor shall equip the roller with an adjustable broom to aid brooming during rolling.

The Contractor shall broom with long bristle brooms. If such brooms are not available according to the contract, the Contractor may use standard rattan street broomscement.

SP 102.4
CONSTRUCTION REQUIREMENTS

A.
General: The Contractor shall take precautions to minimize the disturbance of Macadam Base and prevent the heavy equipment from driving on top of exposed Macadam base. If the Macadam base is disturbed and damaged, the Contractor shall repair or replace such macadam base with acceptable material according to the contract at no cost to the City if:

1. the Contractor disturbs or displaces the finished macadam base from planned section, or

2. foreign matter enters the base materials during storage, hauling, or placing operations.

B 
Compaction: The Contractor shall compact the disturbed Macadam Base thoroughly by power rollers. The Contractor shall roll as to avoid the formation of bumps or irregularities. The finished surface shall be within 0.04 foot of the required grade and cross-section.

Rolling shall be longitudinal.  The Contractor shall commence rolling at the lower edges with the outside rear wheel covering equal parts of shoulder and base. The Contractor shall progress rolling toward the higher portion of the roadbed with an overlap of at least half (1/2) of the rear wheel tracks on successive trips. The Contractor shall not roll the center of the base material first. The Contractor shall proceed rolling without interruption across the area. The Contractor shall continue rolling until the coarse rock does not creep nor move under the weight of the roller.

The Contractor shall spread the filler sufficiently dry in thin layers. The Contractor shall broom and roll each layer until the Contractor cannot force the fillers into the interstices. The maximum amount of filler for each layer shall be fifteen (15) pounds per square yard. The Contractor shall sprinkle the surface with water and re-rolled thoroughly. The Contractor shall scatter the excess filler on the surface by light sweeping. The Contractor shall continue the sprinkling and rolling and apply additional filler where bare spots appear until the Contractor fills the interstices and until a slight wave of excess water and filler forms a grout in front of the roller. The Contractor shall use hand brooms to sweep the wet filler into the unfilled interstices. The Contractor shall re-roll and water the macadam on succeeding days, as may be necessary, to bond macadam thoroughly and secure a satisfactory surface. The quantity of binder and water used shall be sufficient to produce a smooth, hard and well bonded surface.

SP 102.5
MEASUREMENT AND PAYMENT

The Officer in Charge will not measure recompacting the Macadam base including the filler for payment. The Officer in Charge will consider the cost for this work included in the contract price of Asphalt Concrete Pavement bid item. Payment will be full compensation for the work prescribed in this section and the contract documents."

END OF SECTION SP 102
Special Provisions
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