Includes Disposal of Excavated Materials

SECTION SP 12 – ROADWAY EXCAVATION
Make the following amendments to said Section:

(I) Amend 12.1 DESCRIPTION as follows:

Add the following paragraph:
"Unless otherwise specified differently elsewhere in these Special Provisions, all unclassified excavation shall conform to Section 12(Roadway Excavation)."

(II) Amend 12.4 CONSTRUCTION DETAILS to read as follows:

"Construct transitions/tapers at drop-offs in accordance with Section SP 151.2 PERFORMANCE OF WORK.

If shrinkage cracks appear in the subgrade, the subgrade should be scarified and thoroughly moisture conditioned (between optimum moisture content and 3% wet of optimum moisture content) and recompacted.

If local wet area is encountered in silt or sandy subgrade due to seepage water, the subgrade should be scarified and thoroughly mixed with cement (one (1) bag of cement for 5'x10' area 6" deep) and recompacted.

If any soft areas that exhibit pumping or rutting are encountered, the base/subgrade shall be overexcavated and replaced with 8-inches aggregate base course (or as directed by the Officer-in-Charge), geogrid, and woven geotextile.  Refer to the detail called “Soft Subgrade Replacement with Aggregate Base Course”.

During construction, it is very important that the subgrade is not overstressed.  Heavy trucks or equipment are not allowed to travel on the unprotected subgrade.

Should any soft areas be encountered, the Contractor needs to plan his work accordingly in order to open the road up for traffic at the end of the work day.  No additional compensation will be considered for redoing any pavement areas in order to open up the road at the end of the day.

Saw cutting for unclassified excavation and removal of asphalt concrete overlay on gutters are included in this work.  No additional payment shall be made for this work."

(III) Amend 12.5 MEASUREMENT and 12.6 PAYMENT to read as follows:
"SP 12.5 MEASUREMENT AND PAYMENT
For Localized type projects, use the below:

The Officer-in-Charge will not measure the accepted unclassified excavation for payment.  The Officer-in-Charge will not pay for the accepted unclassified excavation separately and will consider the cost for unclassified excavation as included in the contract price for each respective street lump sum contract bid item as specified in the proposal schedule and in accordance with SP 151 DESCRIPTION OF WORK.
The Officer-in-Charge will measure any additional unclassified excavation for soft area replacement per cubic yard for payment as an Additional Work Item – Additional Unclassified Excavation for Reconstruction of Pavement areas in accordance with the contract documents.  Unclassified excavation shall be measured from the bottom of the ACP or ACB to the revised bottom of excavation.  The Officer-in-Charge will pay for the accepted additional unclassified excavation for soft area replacement at the contract price per cubic yard as an Additional Work Item - Additional Unclassified Excavation for Reconstruction of Pavement areas.  Payment will be full compensation for furnishing the necessary material, equipment, and labor to complete the work in place prescribed in this section and the contract documents.
If the wet subgrade is scarified and thoroughly mixed with cement and recompacted, the Officer-in-Charge will measure the subgrade mixed with cement per square yard for payment as an Additional Work Item – Subgrade Treatment with Cement in accordance with the contract documents.  The Officer-in-Charge will pay for the accepted subgrade mixed with cement at the contract price per square yard as an Additional Work Item – Subgrade Treatment with Cement.  Payment will be full compensation for furnishing the necessary material, equipment, and labor to complete the work in place prescribed in this section and the contract documents."

For Rehabilitation of Streets type projects, use the below:

The Officer-in-Charge will not measure unclassified excavation for payment.  The Officer-in-Charge will pay for the accepted unclassified excavation on a contract lump sum basis.  Payment will be full compensation for furnishing the necessary material, equipment, and labor to complete the work in place prescribed in this section and the contract documents.
Any additional unclassified excavation for soft area replacement shall be compensated at the calculated proportionate unit price for the respective street in accordance with SP 1.3 C.  Additional unclassified excavation shall be measured from the bottom of the ACP or ACB to the revised bottom of excavation.  

If the wet subgrade is scarified and thoroughly mixed with cement and recompacted, the Officer-in-Charge will measure the subgrade mixed with cement per square yard for payment as an Additional Work Item – Subgrade Treatment with Cement in accordance with the contract documents.  The Officer-in-Charge will pay for the accepted subgrade mixed with cement at the contract price per square yard as an Additional Work Item – Subgrade Treatment with Cement.  Payment will be full compensation for furnishing the necessary material, equipment, and labor to complete the work in place prescribed in this section and the contract documents."
END OF SECTION SP 12
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