
The following Section shall be made part of the Standard Specifications:

"SECTION SP 140 – CONCRETE CURB RAMPS
SP 140.1 DESCRIPTION

This section is for constructing concrete curb ramps at existing or new sidewalk locations according to the contract.  Unless otherwise specified herein, all work shall conform to Standard Specification Sections 39, 41, and 42.

SP 140.2 CONSTRUCTION

The Contractor will not be allowed to remove in advance more concrete sidewalk/curb ramp than can be replaced within five working days.

Within two working days after concrete forms have been removed, the Contractor shall restore existing roadway by placing temporary or permanent pavement for existing paved surfaces disturbed during concrete curb ramp construction. The Contractor shall maintain temporary pavement until permanent asphaltic concrete pavement transition is placed.

SP 140.3 QUALITY CONTROL

The contractor shall install concrete curb ramps to the dimensions and grades shown in the plans.  Installation of the concrete curb ramps shall be within the tolerance range shown in Table 86-1.

	TABLE 86-1 – CONSTRUCTION TOLERANCE

	Surface Slope Requirements
	Allowable Slope

Tolerance
	Allowable Flatness

Tolerance

	Less than 5%
	+0.9% max.
	1/4" max. gap

	5% - 8.3%
	+1.2% max.
	3/8" max. gap

	Greater than 8.3% - 10.0%
	+1.5% max.
	1/2" max. gap

	Greater than 10.0%
	Officer in Charge’s Discretion
	1/2" max. gap

	

	For Horizontal Plan Measurements,

Length of Intended Dimension
	Horizontal Tolerance Allowed

	Less than 12"
	+1/4" or -1/4"

	12" - 36"
	+3/8" or -3/8"

	Greater than 36"
	+1/2" or -1/2" in each 10(


The method of measuring the surface requires a 24" long digital level to be placed so, when set on the measured sloped surface, it reads the steepest slope of any part of the measured surface.

The method of measuring flatness requires a 24" long level to be placed so it is centered over any trough or balanced on a ridge with equal gap at both ends of the level.  Measure the gap under the level at troughs and at the end of the level at ridges.

SP 140.4 MEASUREMENT AND PAYMENT

The Officer in Charge will measure concrete curb ramps per each type according to the designated pay limits as shown on the project plans, in place complete. Payment for the concrete curb ramp will be paid for at the contract unit price bid per each type of concrete curb ramp in the Proposal.

The contract unit price of the concrete curb ramp includes full compensation for saw cutting; removal and disposal of existing sidewalk, curb/curb & gutter, and asphalt concrete pavement; excavation; select borrow; concrete curb ramp; concrete sidewalk transition; concrete curb/curb & gutter; concrete gutter transition; concrete rolled curb transition; reconstruction of temporary/permanent asphalt concrete pavement transition; including tack coat and asphalt concrete overlay in concrete gutter; restoration of pavement striping; grade adjustment curb; concrete expansion joint materials; construction/contraction joints; scoring; sawcutting; finishing; and all necessary labor, materials, equipment, tools, and incidentals necessary to complete the work.

When ordered by the Officer in Charge, additional concrete curb ramp work outside of the designated pay limits, as shown on the project plans, will be measured and paid per square yard for Additional Concrete Sidewalk/Curb Ramps, complete in place. The price includes full compensation for saw cutting; removal and disposal of existing sidewalk/curb ramp; excavation; select borrow; concrete curb ramp; concrete sidewalk transition; grade adjustment curb; concrete expansion joint materials; construction/contraction joints; scoring; finishing; and all necessary labor, materials, equipment, tools, and incidentals necessary to complete the work."
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