 The following Section shall be made a part of the Standard Specifications:

"SECTION SP 191 - PROTECTION AND CONTROL OF PEDESTRIANS AND VEHICULAR TRAFFIC
SP 191.1 GENERAL

The Contractor shall, during the progress of the work, use proper precautions and methods of procedure and construction for the protection and control of pedestrians and vehicular traffic in accordance with Subsection 5.2.13 of the General Terms and Conditions and as supplemented herein.

SP 191.2 ACCESS

During the progress of the work, the Contractor shall provide free access to water meters, water valves, and abutting public and private property. No material or obstruction of any sort shall be placed within 25 feet of any fire hydrant. Fire hydrants must be readily accessible to the Fire Department at all times.

The Contractor shall provide proper traffic bridges where necessary so that all streets, roads, lanes, alleys, driveways, and garages will be accessible to traffic at all times. These bridges shall be constructed so that their decks are flush with the pavement, and maintained free from projecting nails, splinters, or rough edges. In lieu of the traffic bridges, the Contractor may use suitable steel plates. The bridges and/or steel plates shall be able to support all legal highway loads permitted by law and shall have a non-skid surface.

Special attention is called to private and public rights-of-way. Driveways shall be kept open unless the owners of the property using these rights-of-way are otherwise provided for satisfactorily. During the construction of driveways and driveway ramps, satisfactory accesses shall be provided by the Contractor.

In the event of the Contractor's failure to comply with the foregoing provisions, the City may, with or without notice, cause the access to be provided, and deduct the costs of such work from any moneys due or to become due the Contractor under this contract, but the performance of such work by the City shall serve in no way to release the Contractor from his liability for the safety of the public or the work.

SP 191.3 TRAFFIC CONTROL, PEDESTRIAN WALKWAYS AND WARNING SIGNS

The Contractor shall be responsible for preparing the site specific traffic control plans (TCPs) and obtaining City reviews and approvals. The TCPs are required to obtain a street usage permit.

The Contractor shall become familiar with and shall meet the latest requirements of the Department of Planning and Permitting – Traffic Review Branch (DPP) and the Department of Transportation Services (DTS) for traffic control plans. After the award of the contract, the Contractor shall submit a traffic control plan (TCPs) to the DPP for review and approval in conjunction with the application for a street usage permit. The TCPs shall meet all DPP and DTS requirements, including preparation by, or under the supervision of, a licensed professional engineer.

A Street Usage permit shall be obtained from the DTS before work on any portion of a public street or highway may begin. All traffic controls shall conform to the requirements of the Department of Transportation Services, the current Traffic Code for Honolulu, the "Administrative Rules of Hawaii Governing the Use of Traffic Control Devices at Work Sites On or Adjacent to Public Streets and Highways in the State of Hawaii", adopted by the Director of Transportation, the Federal Highway Administration's "Manual on Uniform Traffic Control Devices for Streets and Highways, Part VI - Traffic Controls for Street and Highway Construction and Maintenance Operations", and the provisions hereunder. The Contractor shall notify the Department of Transportation Services at least five (5) working days prior to removal of any existing City traffic control sign or device.

The Contractor shall so conduct his operations as to minimize inconvenience to traffic and he shall have under construction no greater amount of work than he demonstrates that he can handle properly with due regard for the rights of the public.

The Contractor shall cooperate with the Officer in Charge, the Department of Transportation Services and other authorized persons in locating all warning signs, lights, walkways and detours required under this section. If the Contractor fails to promptly provide adequate warning                                signs, lights, walkways and detours, the City may, at its option, so provide them at the Contractor's expense. The Contractor shall pay the cost of such work to the City, or the City may deduct the cost from any moneys due the Contractor from the City.

The Contractor shall provide and post signs banning parking on streets to be worked on 24 hours prior to the work. The Contractor shall also cover all existing parking regulation signs and uncover them after the completion of resurfacing. The signs shall conform to the following requirements.

Signs shall be mounted on 4-foot high portable stands.

Size--18" x 24" x 0.063" with 1-1/2" radius corners.

Materials--Aluminum conforming to ASTM Designation B 209-68.  Paint shall be 3M Scotchlite Process Color or equal.

Color--Red lettering on white reflectorized background except at the upper left corner where the word "No" will be white lettering on red background. 

Information on Signs--The signs shall contain the information noted and conform to the layout as shown on the following schematic drawing.

NO PARKING

8:30 A.M. TO 3:30 P.M.

ROAD RESURFACING

PARKED CARS
WILL BE
TOWED AWAY

ADVANCE \d6
Space for Changeable day and date ADVANCE \u6_______ADVANCE \d6>
The type of sign required is available for examination at the Division of Road Maintenance Office at 99-1077 Iwaena Street.

Sample--The Contractor shall submit to the Officer in Charge for review, a full scale sample of the sign and stand, not later than 3 calendar days after formal award of the contract.

Number of Signs--The Contractor shall have a minimum of 25 signs available for posting at locations to be determined by the Officer in Charge.

Provide a variable message board (approximate size 92” x 54”) at least one week prior to commencement of construction work requiring a traffic control detour, and for the duration of that work. Update and maintain message boards daily, or as required by the Officer in Charge.

The message board shall be located from the intersection as shown in the traffic control plans. The Contractor shall be responsible for finding and securing the space (including rental cost if applicable) for the message board location. The message board shall not block the sidewalk/accessible pedestrian path.

SP 191.4 RESTRICTIONS

While construction is in progress within any City street, the Contractor shall provide and maintain traffic lanes in good condition in accordance with the following requirements.

A.
Normal Hours:  8:30 a.m. to 3:30 p.m., Monday to Friday.

1.
Work within the existing road pavement area shall be performed by the Contractor during the hours of 8:30 a.m. to 3:30 p.m., or as permitted by the Department of Transportation Services.

2.
During working hours, the Contractor shall provide two (2) lanes of roadway open to traffic at all times. On streets too narrow to make this practicable, the Contractor may work in one-half the roadway, keeping the other half open to traffic. The Contractor shall take adequate measures to insure that service by the buses of the Oahu Transit Service of Honolulu, Inc. is not interrupted by this project.

Adequate traffic control shall be provided by the Contractor during working hours.

3.
During non-working hours, all trenching located within the existing pavement area shall be covered and all lanes shall be opened to traffic. The Contractor shall construct proper bridges and approach ramps as required (non-skid steel plates may be used) to provide for the smooth flow of traffic. All trenches within the sidewalk areas shall be covered, providing safe passageways for pedestrians.

4.
The Contractor shall notify the Honolulu Police Department, Honolulu Fire Department and Oahu Transit Services of Honolulu, Inc. 14 calendar days prior to any work blocking any City street during construction.

5.
The Contractor shall notify the Traffic Control Branch, Department of Transportation Services, telephone 768-8388, 72 hours prior to any construction within any signalized intersection. The Contractor shall be responsible for any and all damages to existing traffic signal conduits and loop detectors as a result of his work. All damages shall be repaired by the Contractor.

SP 191.5
MEASUREMENT AND PAYMENT

Traffic control will be paid on a lump sum basis. Measurement for payment will not apply. The Officer in Charge will pay for the accepted traffic control including variable message board on a contract lump sum basis. Payment will be full compensation for the work prescribed in this section and the contract documents.

The Officer in Charge will pay for the accepted additional traffic control devices on a force account basis. Payment for the maintenance and removal operations for additional devices will also be on a force account basis. Payment will be full compensation for the work ordered by the Officer in Charge and will be deducted from the force account set in the proposal. The unused portion of the force account item shall remain with the City upon completion of the contract.

The Officer in Charge will pay for the accepted additional police officers on an allowance basis. Payment will be full compensation for the work ordered by the Officer in Charge and will be deducted from the allowance set in the proposal. Payment shall be included in the monthly estimate for progress payment upon submittal of paid invoices. The Contractor will be reimbursed for the allowance item plus twenty percent inclusive of any administrative costs, overhead/profit, bond fee, and applicable taxes. The unused portion of the allowance item shall remain with the City upon completion of the contract."

END OF SECTION SP 191
Special Provisions
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