
Amend Section 28 SUBSURFACE DRAINS to read as follows
"SECTION SP 28 – SUBSURFACE DRAINS
SP 28.1
DESCRIPTION

This section describes furnishing and placing underdrains.
SP 28.2
MATERIALS
A. Crushed Rock – Crushed rock shall be #67.
B. Perforated Plastic Pipe – Perforated corrugated polyethylene pipe shall conform to AASHTO M 252 or AASHTO M 294. Pipe shall be Type CP corrugated surface both inside and outside, or Type SP corrugated wall outside and smooth inner liner.
A. Perforated PVC pipe shall conform to ASTM D 2729.
B. Certification of Compliance shall be submitted to the Officer-in-Charge for acceptance before using plastic pipe.
C. Non-perforated pipes shall conform to perforated pipe requirements, except for perforation provisions.
D. Geotextile for underdrain applications shall be Mirafi 180N or approved equivalent. 
SP 28.3
CONSTRUCTION DETAILS
A. Protect geotextiles from direct sunlight, mud, dust, debris, and temperatures over 140 degrees F, during transport and storage.

B. Place geotextile in trench, overlapping successive sheets 18 inches minimum. Maintain full geotextile contact with trench surfaces. Place filter materials in horizontal layers not exceeding 12 inches in thickness before compaction, to the depth indicated in contract documents. Place perforated pipe with perforations down. Join pipe sections securely with appropriate couplings or bands. Compact each lift with at least two passes of vibrating pad or drum-type compactor. For geotextile over top of base course, with minimum 12-inch overlap. Backfill geotextile within five days of installation.

C. Remove and replace geotextile that becomes torn or damaged, maintaining 18-inch overlap requirement in all directions.

D. Construct cleanouts and connect underdrains to existing drainage structures as indicated in contract documents.

SP 28.4
MEASUREMENT AND PAYMENT



The Officer-in-Charge will measure and pay the accepted underdrains at the respective contract price per linear foot.  The payment includes all labor, materials, equipment, trench excavation and backfill, cleanouts, hauling material, and other unspecified items necessary to complete the work described in this section and contract documents.  Payment will be full compensation for the work prescribed in this section and the contract documents."
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