SECTION SP 44 – CEMENT RUBBLE MASONRY

Make the following amendments to said Section

(I) Amend 44.1 DESCRIPTION to read as follows:
"SP 44.1 DESCRIPTION
This item of work covers the CRM walls to lines and grades shown on the plans. The connection to existing walls shall be matches and bonded to produce a uniform appearance between the new and the existing walls, unless otherwise noted."
(II) Amend 44.2 MATERIALS to read as follows:
"SP 44.2 MATERIALS

A.  Stone. Stone shall be clean, durable, free from seams or other imperfection. When tested under AASHTO Test Method T96, it shall show a wear not to exceed 50%. It shall have a minimum specific gravity of 2.4. The sizes and shapes shall be as shown on the plans or specified in the special provisions
B.  Mortar. Mortar for bedding shall consist of one part cement and not more than three parts fine aggregate. It shall meet the requirements as provided in the table below. Hydrated lime may be added to the mortar and the quantity shall not exceed the recommendation of the manufacturer. The lime shall be treated as an addition to and not as replacing any cement. Sufficient water shall be used to provide a workable consistency. Mortar shall be used and placed in final position within 1-1/2 hours after mixing.

	FINE AGGREGATES FOR MORTAR

	Sieve Size
	Percentage Passing by Weight

	
	Natural Sand
	
	Man’f. Fines

	3/8”
	
	   100
	
	

	No. 4
	
	95 to 100
	
	100

	No. 8
	
	-       -
	
	95 to 100

	No. 16
	
	-       -
	
	60 to 100

	No. 30
	
	-       -
	
	35 to 70

	No. 50
	
	-       -
	
	20 to 40

	No. 100
	
	 0  to  5
	
	10 to 25

	No. 200
	
	-       -
	
	 0 to 10


The salvaged materials from the existing retaining walls may be used when approved by the Officer-in-Charge."
(III) Delete 44.4 MEASUREMENT

(IV) Amend 44.5 PAYMENT to read as follows:
"SP 44.4 PAYMENT

Payment for the CRM wall shall be made at the unit price bid under Bid Item – Cement Rubble Masonry, in the Proposal."
END OF SECTION SP 44
Special Provisions
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