Amend Section 48 – REINFORCING STEEL to read as follows:
"SECTION SP 48 – REINFORCING STEEL
SP 48.1 DESCRIPTION
This work shall include furnishing, fabricating, and placing reinforcement of the shape, size and dimensions shown on the drawings and as specified under these specification.
SP 48.2 SUBMITTALS 
A. Steel Reinforcement Shop drawings: Details of fabrication, bending, and placement, prepared according to ACI 315, "Details and Detailing of Concrete Reinforcement." Include material, grade, bar schedules, stirrup spacing, bent bar diagrams, arrangement, and supports of concrete reinforcement. Include special reinforcement required for openings through concrete structures.
SP 48.3 MATERIALS
Deformed Bar Reinforcement: ASTM A 615/A 615M, Grade 60.
SP 48.4 CONSTRUCTION DETAILS

A. Hooks and Bend Dimensions: Dimensions of hooks and diameters of bends shall be in accordance with the contract documents. When dimensions of hooks or diameter of bends are not indicated in the contract documents, they shall conform to AASHTO LRFD Bridge Design Specifications, Third Edition, Article 5.10.2 – Hooks and Bends and ACI Building Code.
B. Covering: The minimum concrete cover should comply with AASHTO LRFD Bridge Design Specifications, Third Edition, Article 5.12.3 – Concrete Cover and ACI Building Code unless specified otherwise.

Unless specified or noted otherwise, concrete cover measured from concrete surface to the near face of reinforcing bars shall be: 3 inches minimum when concrete is placed against ground; and 2 inches minimum elsewhere.

C. Splicing: Except as shown on the plans, splices in the reinforcing steel will not be permitted without the approval of the Officer-in-Charge. However, where permitted, the length of lap shall not be less than 40 bars diameters or 24 inches, whichever is longer.

SP 48.4 PAYMENT

Payment for reinforcing steel shall be made under the appropriate bid items in the Proposal and shall include other incidental items."

END OF SECTION SP 48
Special Provisions
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