Chain

2-5/16" Bolts with
Nuts and Washers

Smash Thread Ends
After Installation

REFLECTOR DETAIL

24’ max.
I
1-1/2" N.D. x 8” G.l. pipe sleeve with ,
reflective 1” wide red and white 12't
stripes on all sides. (See reflector dl
detail above.)
2" N.D.x3"G.l. pipe —
Std. G.I. pipe ca sleeve welded to
scretwedldgtf%nd? 3—1/2"N.D. G.I. pipe.
Spot welded To plke 2" N.D.x2-1/2" G..
Weld end to pipe sleeves welded
chain link o 2;%2 N.D.
o G.l. "S” hook at end.
_ 2 1 _ 5 (Smash link end =
1 8" | ] of hook) 1
_\I t#
- |
= 3-1/2" N.D. 18" \ !
7 /s "
3 G.l. pipe 5/16" galv. , ~ _ » I Padlock (to be
™ /] Pip o) coil chain. < /_2_1/2 N-D;, furnished( by
Tl (12 links, 30| 4 jom 1~ (0.0.=2.875") the Dept.)
™~ per foot) |1/2" crown G.l. pipe pt.
(Trowel fin.) Exist. or fin. grade
ol T I
Ho b . i b S R
ol Al & S RN Bl i
~ .
'oln O Iy \Conc. ftg. T _\ 3" N.D. pipe sleeve o I R
R R (Class "B” conc.) —‘—471—2: (Weld lugs at bottom) S
‘%‘ﬂ‘ _*w_ l y 1‘: F = «
i SOl ‘°C * 12" : ARE
1'-6"
Rd.
NOTES:

1. All welded connections shall be painted with two coats of
Z.R.C. cold galvanizing compound.

2. "S” hooks shall be 5/16"8 with tip tapered to 3/16".
3. No splicing shall be allowed on G.l. pipe posts.

4. All pipe sizes are nominal diameter (N.D.).
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