GENERAI NOTES FOR TRAFFIC CONTROIL PILAN

1

10.

11

12,

13.

14.

15.

16.

17.

18.

THE PERMITTEE SHALL MAKE MINOR ADJUSTMENTS AT INTERSECTIONS, DRIVEWAY S, BRIDGES,
STRUCTURES, ETC,, TO FIT FIELD CONDITIONS.

CONES OR DELINEATORS SHALL BE EXTENDED TO POINT WHERE THEY ARE VISIBLE TO APPROACHING
TRAFFIC.

TRAFFIC CONTROL DEVICES SHALL BE INSTALLED SUCH THAT THE 5IGN OR DEVICE FARTHEST FROM THE
WORK AREA IS PLACED FIRST. THE OTHERS SHALL THEN BE PLACED PROGRESSIVELY TOWARD THE WORK
AREA

REGULATORY AND WARNING SIGNS WITHIN THE CONSTRUCTION ZONE THAT ARE IN CONFLICT WITH THE
TRAFFIC CONTROL PLANS SHALL BE REMOVED OR COVERED.

FLAGGERS AND / OR POLICE OFFICERS SHALL BE IN SIGHT OF EACH OTHER OR IN DIRECT COMMUNICATION
AT ALL TIMES.

WHEN REQUIRED BY THE ISSUING OFFICE, THE PERMITTEE SHALL INSTALL A FLASHING ARROW SIGNAL AS
SHOWN ON THE TRAFFIC CONTRL PLANS.

ALL TRAFFIC LANES SHALL BE A MINIMUM OF 10 FEET WIDE.

ALL CONSTRUCTION WARNING SIGNS SHALL BE PROMPTLY REMOVED OR COVERED WHENEVER THE
MESSAGE IS NOT APPLICABLE OR NOT IN USE.

THE BACKS OF ALL SIGNS USED FOR TRAFFIC CONTROL SHALL BE APPROPRIATELY COVERED TO
PRECLUDE THE DISPLAY OF INAPPLICABLE SIGN MESSAGES (LE., WHEN SIGNS HAVE MESSAGES ON BOTH
FACES).

LANE CLOSURE SHALL BE LIMITED ONLY TO THE EXTENT OF ACCOMPLISHING EACHDAY’S WORK. AS
SOON AS EACHDAY’S WORK IS COMPLETED, THE PERMITTEE SHALL REMOVE ALL TRAFFIC CONTROL
DEVICES NO LONGEER NEEDED TO PERMIT FREE AND SAFE PASSAGE OF PUBLIC TRAFFIC. REMOVAL SHALL
BE IN THE REVERSE ORDER OF INSTALLATION. EXISTING FADED OR OBLITERATED PAVEMENT MARKINGS
THAT ARE NECESSARY FOR SAFE TRAFFIC FLOW IN THE CONSTRUCTION AREA SHALL BE REPLACED WITH
TEMPORARY OR PERMANENT MARKINGS BEFORE OPENING THE ROADWAY TO PUBLIC TRAFFIC EACH DAY,

PERMANENT PAVEMENT MARKINGS AND TRAFFIC SIGNS SHALL BE REPLACED UPCON COMPLETION OF
EACH PHASE OF WORK.

CONES AND DELINEATORS SHALL BE SPACED AT A MAXIMUM DISTANCE OF 20 FEET APART. A MINIMUM
OF SIX CHANNELIZING DEVICES SHALL BE USED FOR EACH TAPER LENGTH.

DRIVEWAYS SHALL BE KEPT OPEN UNLESS THE OWNERS OF THE PROPERTY USING THE DRIVEWAY ARE
OTHERWISE PROVIDED FOR SATISFACTORILY. FURTHER, THE PERMITTEE SHALL CONTROL TRAFFIC GOING
INTO AND OUT OF DRIVEWAYS.

BUFFER AND TAPER AREA ON APPROACH TO ANY WORK AREA SHALL BE KEPT CLEAR OF VEHICLES AND
EQUIPMENT.

A HIGH LEVEL WARNING DEVICE (FLAG TREE) SHALL BE INSTALLED ON APPROACH TO ALL WORK AREAS.

“NO PARKING” SIGNS SHALL BE POSTED WITHIN ANY WORK AREA AND FOR THE BUFFER AND TAPER
AREAS APPROACHING THE WORK AREA.

WHERE AN ACCESSIBELE PEDESTRIAN ROUTE IS CLOSED OR BLOCKED DURING CONSTRUCTION,
CONTRACTOR TO PROVIDE TEMPORARY, ACCESSIBLE PEDESTRIAN ROUTE.

TRAFFIC CONTROL PLANS ARE APPROVED FOR WORK ON ANY CITY STREET AREA ONLY BETWEEN THE
HOURS OF 08:30 AM. AND 03:30 P.M. (MONDAY-FRIDAY).



