
SIGNS & MARKING NOTES 
 

1. ALL TRAFFIC SIGN AND PAVEMENT MARKING INSTALLATIONS SHALL BE DONE IN ACCORDANCE WITH “MANUAL ON UNIFORM 
TRAFFIC CONTROL DEVICES FOR STREETS AND HIGHWAYS,” 2023 EDITION, AS AMENDED, THE LATEST SPECIFICATIONS 
FROM THE TRAFFIC REVIEW BRANCH, DEPARTMENT OF PLANNING AND PERMITTING, AND AS SHOWN ON THE PLANS. 

 
2. CONTRACTOR SHALL NOTIFY AND COORDINATE WORK WITH THE CIVIL ENGINEERING BRANCH, DEPARTMENT OF PLANNING 

AND PERMITTING, ONE (1) WEEK IN ADVANCE OF COMMENCING WORK AT 768-8084. 
 

3. CONTRACTOR SHALL SUBMIT MATERIAL BROCHURES FOR ALL SIGNS AND PAINT MATERIALS TO THE CIVIL ENGINEERING 
BRANCH, DEPARTMENT OF PLANNING AND PERMITTING. 

 
4. THE SIGNING AND/OR STRIPING CONTRACTOR SHALL KEEP ONE (1) SET OF APPROVED PLANS AT THE PROJECT SITE AT ALL 

TIMES DURING CONSTRUCTION WORK. 
 
5. CONTRACTOR SHALL PAINT TEMPORARY GUIDELINES AND OUTLINE OF ARROWS, LEGENDS, AND CROSSWALKS WITH A TWO 

INCH (2”) WIDE BRUSHED LINE ON THE DAY THE ROADWAY IS OPENED TO TRAFFIC.  THESE MARKINGS MUST BE APPROVED 
BY THE INSPECTOR FROM THE CIVIL ENGINEERING BRANCH, DEPARTMENT OF PLANNING PERMITTING. 

 
6. CONTRACTOR SHALL NOTIFY THE CIVIL ENGINEERING BRANCH, DEPARTMENT OF PLANNING AND PERMITTING AT 768-8084, 

(3) DAYS IN ADVANCE OF FINAL INSPECTION. 
 
7. CONTRACTOR SHALL MEET WITH THE INSPECTOR FROM THE CIVIL ENGINEERING BRANCH, DEPARTMENT OF PLANNING AND 

PERMITTING DURING THE FINAL INSPECTION. 
 
8. WITHIN TEN (10) DAYS FOLLOWING NOTIFICATION OF AWARD OF CONTRACT, THE CONTRACTOR SHALL SUBMIT TO THE 

DEPARTMENT OF PLANNING AND PERMITTING (PHONE: 768-8084) FOR APPROVAL, A LIST OF ANY SIGNING AND PAVEMENT 
MARKING MATERIAL WHICH HE PROPOSES TO INSTALL.  THE LIST SHALL BE COMPLETE AS TO THE NAME OF 
MANUFACTURER, CATALOG NUMBER, AND SHALL BE SUPPLEMENTED WITH MATERIAL BROCHURES. 

 
9. UPON FINAL INSPECTION OF THE PROJECT, THE CONTRACTOR SHALL SUBMIT A LETTER OF CERTIFICATION FOR ALL TRAFFIC 

SIGNING AND PAVEMENT MARKING MATERIALS INSTALLED. 
 
10. SIGNS SHALL BE ATTACHED TO BRACKETS WITH 5/16” ZINC PLATED STEEL BOLTS, NUTS AND WASHERS.  SIGNS 48” WIDE OR 

LARGER THAN 10 SQ. FT. IN AREA SHALL BE MOUNTED ON TWO – 2” GALV. PIPE POST.  THE SIGN SHALL BE INSTALLED WITH 
AT LEAST (1) ONE FOOT CLEARANCE FROM THE SIGN EDGE TO THE CURB FACE. 

 
11. ALL TRAFFIC SIGNS SHALL BE REFLECTORIZED. 
 
12. RAISED PAVEMENT MARKERS SHALL BE INSTALLED IN ACCORDANCE WITH THE DEPARTMENT OF PLANNING AND PERMITTING 

STANDARDS. 
 
13. LOCATION OF “STOP” SIGN: 
 

A. INSTALL “STOP” SIGN AT CURB TANGENT POINT. 
 
B. INSTALL “STOP” SIGN ON METAL STREET LIGHT STANDARD IF A STANDARD IS LOCATED WITHIN 10 FEET OF CURB 

RETURN. 
 

C. INSTALL “STOP” SIGN IN FRONT OF UTILITY POLE IF A POLE IS LOCATED WITHIN 10 FEET OF CURB RETURN. 
 

 
14. PAVEMENT WORD AND SYMBOL MARKINGS SHALL BE IN ACCORDANCE WITH THE DEPARTMENT OF PLANNING AND 

PERMITTING STANDARDS. 
 
15. THE CONTRACTOR SHALL USE THERMOPLASTIC MATERIAL, APPROVED BY THE CIIVIL ENGINEERING BRANCH, DEPARTMENT 

OF PLANNING AND PERMITTING, FOR ALL CROSWALKS, STOP BARS, PAVEMENT ARROWS, CENTER LINES, LANE LINES, ARC 
LINES, CHANNELIZED TRAFFIC ISLANDS, AND LEGENDS. 


